


Panduit is committed to providing our contractor partners a 

comprehensive portfolio of products, programs, and services to 

help increase job site productivity, improve back-office operations, 

and accelerate cash flow. Our collaborative approach addresses 

the greatest business challenges for the contractor community, 

and provides a competitive advantage in your market space.

Contractor Grade Solutions
for Electrical and Networking Installations

Solutions	
	 •	 Whether the solution is for electrical or networking systems, 
		  Panduit offers a unique understanding of the complexities  
		  of infrastructure construction

	 •	 We continually offer new application systems focused on 
		  meeting the ever-changing installation and maintenance  
		  needs of our customers

Programs*	
	 •	 The Panduit Business Partner Program offers a variety of 
		  benefits designed to help increase effectiveness, address the 	
		  business needs of customers, and grow overall profitability

	 •	 A prescriptive planning and inventory management program 		
		  that provides visibility throughout all levels of the supply chain 	
		  to increase service levels and keep projects on schedule

Services	
	 •	 The Mobile Access Guide immediately provides information 		
		  required to keep your project moving when working on-site or 	
		  from most any remote location 

	 •	 Extensive website with product specifications, installation
		  guides, part drawings and more, to make your job easier

	 •	 World-class customer service and product availability keep 
		  your projects on time and within budget

*For complete program details, go to www.panduit.com or contact Customer Service  
at 800.777.3300. All programs and benefits subject to terms and conditions.
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StrongHold™ Cable/Conduit Part Numbers

Part Number
Flange Thickness

(In.)

Fits 
EMT/Rigid/IMC

(In.)

Std.
Pkg.
Qty.

P6M24 1/8 – 1/4 3/8 100
P6M58 5/16 – 1/2 3/8 100
P6M912 9/16 – 3/4 3/8 100
P812M24 1/8 – 1/4 1/2 – 3/4 100
P812M58 5/16 – 1/2 1/2 – 3/4 100
P812M912 9/16 – 3/4 1/2 – 3/4 100
P16M24 1/8 – 1/4 1 100
P16M58 5/16 – 1/2 1 100
P16M912 9/16 – 3/4 1 100
P20M24 1/8 – 1/4 1 1/4 100
P20M58 5/16 – 1/2 1 1/4 100
P20M912 9/16 – 3/4 1 1/4 100
P24M24 1/8 – 1/4 1 1/2 100
P24M58 5/16 – 1/2 1 1/2 100
P24M912 9/16 – 3/4 1 1/2 100
P32M24 1/8 – 1/4 2 100
P32M58 5/16 – 1/2 2 100

P32M912 9/16 – 3/4 2 100

Snap-Close Conduit Clips with Beam Clamps –  
Bottom Mount

•	 Suspend conduit from bottom of beam
•	 Will pivot 360°
•	 Hammer-on installation
•	 Static load capacity: 75 lbs. vertically 
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StrongHold™ Cable/Conduit Part Numbers



Order number of pieces required, in multiples of Standard Package Quantity.E.4

Cable/Conduit

Part Number
Flange Thickness

(In.)

Fits 
EMT/Rigid/IMC

(In.)

Std.
Pkg.
Qty.

P6M24SM 1/8 – 1/4 3/8 100
P6M58SM 5/16 – 1/2 3/8 100
P6M912SM 9/16 – 3/4 3/8 100
P812M24SM 1/8 – 1/4 1/2 – 3/4 100
P812M58SM 5/16 – 1/2 1/2 – 3/4 100
P812M912SM 9/16 – 3/4 1/2 – 3/4 100
P16M24SM 1/8 – 1/4 1 100
P16M58SM 5/16 – 1/2 1 100
P16M912SM 9/16 – 3/4 1 100
P20M24SM 1/8 – 1/4 1 1/4 100
P20M58SM 5/16 – 1/2 1 1/4 100
P20M912SM 9/16 – 3/4 1 1/4 100

P24M24SM 1/8 – 1/4 1 1/2 100
P24M58SM 5/16 – 1/2 1 1/2 100
P24M912SM 9/16 – 3/4 1 1/2 100
P32M24SM 1/8 – 1/4 2 100
P32M58SM 5/16 – 1/2 2 100

P32M912SM 9/16 – 3/4 2 100

Snap-Close Conduit Clips with Beam Clamps – Side Mount

•	 Suspend conduit from side of beam
•	 Will pivot 360°
•	 Hammer-on installation
•	 Static load capacity: 25 lbs. vertically 
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StrongHold™ Cable/Conduit Part Numbers

Image 1

Image 2

Part Number
Image 

No.

Flange
Thickness

(In.)
Fits EMT

(In.)

Fits
Rigid/IMC

(In.)

Std.
Pkg.
Qty.

P8P24 1 1/8 – 1/4 1/2 — 100
P8P58 1 5/16 – 1/2 1/2 — 100
P8P912 1 9/16 – 3/4 1/2 — 100
P12P24 1 1/8 – 1/4 3/4 1/2 100
P12P58 1 5/16 – 1/2 3/4 1/2 100
P12P912 1 9/16 – 3/4 3/4 1/2 100
P16P24 1 1/8 – 1/4 1 3/4 100
P16P58 1 5/16 – 1/2 1 3/4 100
P16P912 1 9/16 – 3/4 1 3/4 100
P8P24SM 2 1/8 – 1/4 1/2 — 100
P8P58SM 2 5/16 – 1/2 1/2 — 100
P8P912SM 2 9/16 – 3/4 1/2 — 100
P12P24SM 2 1/8 – 1/4 3/4 1/2 100
P12P58SM 2 5/16 – 1/2 3/4 1/2 100
P12P912SM 2 9/16 – 3/4 3/4 1/2 100
P16P24SM 2 1/8 – 1/4 1 3/4 100
P16P58SM 2 5/16 – 1/2 1 3/4 100

P16P912SM 2 9/16 – 3/4 1 3/4 100

Push-Fit Conduit Clips with Beam Clamps
•	 Available in bottom mount or side 
	 mount options
•	 Will pivot 360°
•	 Hammer-on installation
•	 Static load capacity: 
	 - 25 lbs. vertically for bottom mount (Image 1)
	 - 15 lbs. vertically for side mount (Image 2) 
		



Order number of pieces required, in multiples of Standard Package Quantity.E.6

Cable/Conduit

Cable Size
(In.)

#12
Wire

#10
Wire 

#8 – #9
Wire

14-2 (0.43 – 0.48 O.D.) PKX PKX PKX
14-3 (0.45 – 0.50 O.D.) PKX PKX PKX
12-2 (0.47 – 0.51 O.D.) PKX PKX PKX
12-3 (0.49 – 0.54 O.D.) PKX PK8* PK8*

Part Number Description

Std.
Pkg.
Qty.

PKX Cable clip to support MC, AC, or BX cable 
from drop wire.

100

Cable Clips

•	 Support MC, AC, or BX cable from #12 – #8	
	 wire in horizontal or vertical position
•	 No static load rating – for positioning only
•	 Can also be used for flexible metallic tubing, 	
	 armored cable, portable cables, and 
	 control tubes
•	 See chart below for installation configurations

*See PK8 on Page A.7.
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StrongHold™ Cable/Conduit Part Numbers

Part Number Description

Std.
Pkg.
Qty.

PK8 Conduit clip to support 1/2" EMT from drop 
wire, rod, or flange.

100

PK12 Conduit clip to support 3/4" EMT from drop 
wire, rod, or flange.

100

PK16* Conduit clip to support 1" EMT from drop 
wire, rod, or flange.

100

PK20* Conduit clip to support 1 1/4" EMT drop 
wire, rod, or flange.

100

Conduit Clips

•	 Support conduit from drop wire, rod, or flange
•	 No static load rating – for positioning only
•	 Can also be used for flexible metallic tubing, 	
	 armored cable, portable cables, and 
	 control tubes
•	 See chart below for installation configurations

Conduit Size
(In.)

#10 – #12 
Wire

#8 – 
#9

Wire 

3/16" – 
1/4" 
Rod

1/8"–     
1/4" 

Flange
5/16"–     

1/2" Flange

9/16"–    
3/4" 

Flange

1/2 EMT PK8 PK8 PK8 PK8 PK12 PK12
1/2 Rigid PK8 PK12 PK12 PK12 PK12 PK16
3/4 EMT PK12 PK12 PK12 PK12 PK16 PK16
3/4 Rigid PK12 PK12 PK16 PK16 PK20* PK20*
1 EMT – PK16 PK16 PK16 PK20* PK20*
1 Rigid – – – PK20* PK20* PK20*
1 1/4 EMT – PK20 PK20 PK20 – –
*For horizontal applications only.

*Not UL or cUL listed.



Order number of pieces required, in multiples of Standard Package Quantity.E.8

Cable/Conduit

Image 1

Image 2

Image 3

Multi-Function Clip Assemblies
•	 Components and assemblies used to secure 	
	 conduit and devices to drop wire, rod,  
	 or flanges
•	 P4Z34 and assemblies fit 1/8" – 3/8" flanges  
	 and attach to #12 wire through 3/8" rod
•	 P6Z34 fits 1/8" – 7/16" flanges and attaches  
	 to #12 wire through 3/8" rod with  
	 improved performance
•	 No static load rating – for positioning only

Part Number
Image

No.
Fits EMT

(In.) 
Fits Rigid/IMC

(In.)

Std.
Pkg.
Qty.

P4Z34* 1 — — 100
P6Z34* 1 — — 100
P4Z348P 2 1/2 — 100
P4Z3412P 2 3/4 1/2 100
P4Z3416P 2 1 3/4 100
P4Z34812M 3 1/2 – 3/4 1/2 – 3/4 100
P4Z3416M 3 1 1 100

*UL and cUL listed.
Note: May require dedicated drop wire/rod and PEC311 – consult local authority.
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StrongHold™ Cable/Conduit Part Numbers

Part Number
Fits EMT/Rigid/IMC

(In.)
Std.

Pkg Qty.

P166M 3/8* to 1 100
P16812M 1/2 – 3/4 to 1 100
P1616M 1 to 1 100
P1620M 1 1/4 to 1 100
P1624M 1 1/2 to 1 100

Conduit-To-Conduit Trapeze Assemblies with Snap-Close Clips
•	 Designed to quickly secure one conduit run 	
	 to another
•	 No fasteners required
•	 Static load capacity: Total trapeze must  
	 not exceed 100 lbs.
	

Part Number
Fits EMT

(In.)
Fits Rigid/IMC

(In.)

Std.
Pkg.
Qty.

P8P8P 1/2 to 1/2 — 100
P8P12P 1/2 to 3/4 — 100
P8P16P 1/2 to 1 — 100
P12P12P 3/4 to 3/4 1/2 to 1/2 100
P12P16P 3/4 to 1 1/2 to 3/4 100
P16P16P 1 to 1 3/4 to 3/4 100

Conduit-To-Conduit Trapeze Assemblies with Push-Fit Clips

•	 Designed to quickly secure one conduit run 	
	 to another
•	 No fasteners required
•	 Static load capacity: 25 Ibs.
•	 Top conduit to be used for support only

*Or 14-2 through 12-3 MC/AC cable.



Order number of pieces required, in multiples of Standard Package Quantity.E.10

Cable/Conduit

•	 Used to mount conduit to strut
•	 All sizes available with load distribution 	
	 saddle attached to screw to 
	 distribute weight
•	 Suitable for use with standard 1 5/8" strut
•	 Install with screwdriver, nut driver, or 		
	 standard wrench

Part Number
Fits EMT

(In.)
Fits Rigid/IMC

(In.) 

Static Load 
Capacity

(Lbs.) 

Std.
Pkg.
Qty.

PSCH6B 3/8 — — 100
PSCH8B 1/2 — 50 100
PSCH12B 3/4 1/2 50 50
PSCH16B 1 3/4 59 50
PSCH20B 1 1/4 1 75 50
PSCH24B 1 1/2 1 1/4 80 50
PSCH32B 2 1 1/2 100 25
PSCH40B — 2 80 25
PSCH48B 2 1/2 2 1/2 125 25
PSCH56B 3 3 160 10
PSCH64B 3 1/2 3 1/2 200 10
PSCH72B 4 4 330 10

One-Piece Strut Clamps
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StrongHold™ Cable/Conduit Part Numbers

•	 Break-apart strut clamp
•	 Install with screwdriver, nut driver, or 
	 standard wrench
•	 Suitable for use with standard 1 5/8" strut
•	 Material: mild steel

Part Number
Fits EMT/Rigid/IMC

(In.)

Static 
Load Rating 

(Lbs.)

Std.
Pkg.
Qty.

PSK85I 1/2 200 100
PSK125I 3/4 200 100
PSK165I 1 200 100
PSK205I 1 1/4 200 100
PSK245I 1 1/2 200 50
PSK325I 2 200 50
PSK405I 2 1/2 350 50
PSK485I 3 350 50
PSK565I 3 1/2 350 25
PSK645I 4 350 25

Universal Strut Clamps



Order number of pieces required, in multiples of Standard Package Quantity.E.12

Cable/Conduit

•	 Secure 3/8" conduit (MC/AC cable) and 4" 	
	 square boxes to most structures
•	 Provide 3/8" conduit (MC/AC cable) support 
	 on both sides of electrical box
•	 Available in a variety of mounting 
	 configurationsImage 1

Image 3Image 2 Image 4

Part Number
Image

No.
Mounting
Method

Fits EMT/
Rigid/IMC

(In.)

Std.
Pkg.
Qty.

P6MB18 1 #12 wire through 1/4" 
flange

3/8* 25

P6MB18A 2 Non-threaded center 
hole for screw or 
threaded rod mount

3/8* 25

P812MB18 1 #12 wire through 1/4" 
rod

1/2 – 3/4 25

P812MB18A 2 Non-threaded 
center hole for screw 
or threaded rod mount

1/2 – 3/4 25

P812MB1824 3 1/8" through 1/4" 
flange

1/2 – 3/4 25

Combination Box/Conduit Hangers from Drop Wire, Rod,  
and Beams

*Or 14-2 through 12-3 MC/AC cable.
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StrongHold™ Cable/Conduit Part Numbers

Part Number
Image

No.
Mounting
Method

Fits EMT/
Rigid/IMC

(In.)

Std.
Pkg.
Qty.

P812MB18S 4 1/4-20 x 9/16" stud 
in center hole

1/2 – 3/4 25

P16MB18 1 #12 wire through 
1/4" rod

1 25

P16MB18A 2 Non-threaded
center hole for 
screw or threaded 
rod mount

1 25

Combination Box/Conduit Hangers from Drop Wire, Rod,  
and Beams (continued)



Order number of pieces required, in multiples of Standard Package Quantity.E.14

Cable/Conduit

•	 Suitable for flexible conduit and all types 
	 of cable
•	 Support cable from 1/16" – 1/2" flange
•	 No static load rating – for positioning only
•	 Clip “snaps” on flange and cable “snaps” 
	 into clip

Part Number AC/MC Cable O.D. (In.) 
Flange Size

(In.)

Std.
Pkg.
Qty.

PSC2A 0.22 – 0.28 1/16 – 3/16 100
PSC2B 0.31 – 0.38 1/16 – 3/16 100
PSC2C 0.38 – 0.44 1/16 – 3/16 100
PSC2D 0.47 – 0.56 1/16 – 3/16 100
PSC2E 0.50 – 0.72 1/16 – 3/16 100
PSC2F 0.75 – 0.94 1/16 – 3/16 100
PSC2G 0.97 – 1.25 1/16 – 3/16 100
PSC4A 0.22 – 0.28 3/16 – 9/32 100
PSC4B 0.31 – 0.38 3/16 – 9/32 100
PSC4C 0.38 – 0.44 3/16 – 9/32 100
PSC4D 0.47 – 0.56 3/16 – 9/32 100
PSC4E 0.50 – 0.72 3/16 – 9/32 100
PSC4F 0.75 – 0.94 3/16 – 9/32 100
PSC4G 0.97 – 1.25 3/16 – 9/32 100
PSC8A 0.22 – 0.28 5/16 – 1/2 100
PSC8B 0.31 – 0.38 5/16 – 1/2 100
PSC8C 0.38 – 0.44 5/16 – 1/2 100
PSC8D 0.47 – 0.56 5/16 –  1/2 100
PSC8E 0.50 – 0.72 5/16 – 1/2 100
PSC8F 0.75 – 0.94 5/16 – 1/2 100
PSC8G 0.97 – 1.25 5/16 – 1/2 100

Flexible Conduit/Cable Clips
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StrongHold™ Cable/Conduit Part Numbers

Part Number
Cable Size 

(In.)

Std.
Pkg.
Qty.

P449 12-2 (0.47 – 0.51 O.D.)
12-3 (0.49 – 0.54 O.D.)
14-2 (0.43 – 0.48 O.D.)
14-3 (0.46 – 0.50 O.D.)

100

Flexible Cable Clip

•	 Push clip to attach MC or AC cable to 
	 metal stud
•	 No tools required for installation
•	 Provides fast installation		

Part Number Description

Ultimate 
Load 
(Lbs.)

Std.
Pkg.
Qty.

PWMX3 Cable hanger for 1 1/8" diam-
eter bundle – 3 runs of MC/AC.

50 100

PWMX6 Cable hanger for 1 3/4"
diameter bundle – 6 runs of 
MC/AC.

75 100

Flexible Conduit/Cable Hangers

•	 Bundle runs of MC and AC cable
•	 Can be used with variety of 
	 mounting hardware
•	 Easy to close without the use of tools	
	



Order number of pieces required, in multiples of Standard Package Quantity.E.16

Cable/Conduit

Part Number Image No. Capacity

Std.
Pkg.
Qty.

PMCS50 1 Up to 4 runs of MC/AC cable 
0.43" – 0.56" in diameter

100

PMCS100 2 Up to 8 runs of MC/AC cable 
0.43" – 0.56" in diameter

50

PMCS101 2 Up to 7 runs of MC/AC cable 
0.56" – 0.69" in diameter

50

Support Brackets
for MC/AC Cable

•	 Properly space and support MC/AC cable
•	 Prevent derating of electrical cable
•	 Comply with NEC Article 310.15 (reference 	
	 pages O.4 – O.5 for details)		

Image 1

Image 2

Mount with 
self-tapping screws
found on page H.18!
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StrongHold™ Cable/Conduit Part Numbers

Part Number Image No.
Fits EMT

(In.)
Fits Rigid/IMC

(In.)

Std.
Pkg.
Qty.

PCNB812M 1 1/2 – 3/4 1/2 – 3/4 100
PCNB8P 2 1/2 — 100
PCNB12P 2 3/4 1/2 100

Nail/Conduit Brackets

•	 Attach conduit to wood, steel, 
	 and concrete
•	 Eliminate offset bends on 1 1/2" box
•	 No static load rating – for positioning only
•	 May be attached after positioning conduit	
	Image 1

Image 2



Order number of pieces required, in multiples of Standard Package Quantity.E.18

Cable/Conduit

Part Number
Fits EMT

(In.)
Fits Rigid/IMC

(In.)

Std.
Pkg.
Qty.

PAOL8P 1/2 — 100
PAOL12P 3/4 1/2 100
PAOL16P 1 3/4 100

Metal Deck/Conduit Brackets

•	 Provide spacing between conduit and 
	 deck surface
•	 Eliminate offset bends on 2 1/8" box
•	 No static load rating – for positioning only
•	 May be attached after positioning conduit	
	



Call 866-405-6654 or visit www.panduit.com/stronghold F.1

Beam/Purlin

Screw-On Beam Clamps

PBC

•	 Attach to beam with screw
•	 Install with screwdriver, nut driver, or
	 standard wrench
•	 Incorporate tapped holes to accommodate
	 threaded rod 

PBC200

Part
Number

Flange Thick-
ness
(In.)

Tapped
Hole

Static
Load

Rating
(Lbs.) Material

Std.
Pkg.
Qty.

PBC* Up to 1/2 1/4-20 in 
back and 
bottom;  
#10-24 
in back

100 Spring
Steel

100

PBC200 Up to 1/2 1/4-20 in 
back and 
bottom

100 Zinc 
Plated 
Steel

50

PBC400** Up to 15/16 3/8-16 in 
back and 
bottom

200 Zinc 
Plated 
Steel

25

*3/8" non-threaded clearance hole in top and bottom; 1/4" non-threaded 
clearance hole in back.
**UL and cUL listed.

PBC400



Order number of pieces required, in multiples of Standard Package Quantity.F.2

Beam/Purlin

Hammer-On Beam Clamps with Attachment Tab

•	 Hammer-on installation 
•	 Attachment tab provides 1/4" clearance hole
	 for wire, S-hooks, or chain assemblies
•	 Static load capacity: 200 lbs.

Part
Number

Flange
Thickness

(In.)

Std.
Pkg.
Qty.

P4H24 1/8 – 1/4 100
P4H58 5/16 – 1/2 100
P4H912 9/16 – 3/4 100
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StrongHold™ Beam/Purlin Part Numbers

Hammer-On Beam Clamps

•	 Hammer-on installation
•	 Provided with a 1/4-20 thread
	 so that boxes, fixtures, and bridle rings 
	 may be quickly and securely attached to the 
	 beam flanges (Image 1)
•	 Also available with 1/4-20 x 3/8" staked stud 	
	 for easier attachment of outlet boxes to 		
	 beams; eliminates need to use additional 	
	 screws (Image 2)
•	 Static load capacity: 75 lbs.

Part
Number

Image
No.

Flange
Thickness

(In.)

Std.
Pkg.
Qty.

PM24 1 1/8 – 1/4 100
PM58 1 5/16 – 1/2 100
PM912 1 9/16 – 3/4 100
PM24S 2 1/8 – 1/4 100
PM58S 2 5/16 – 1/2 100
PM912S 2 9/16 – 3/4 100

Image 1

Image 2



Order number of pieces required, in multiples of Standard Package Quantity.F.4

Beam/Purlin

Reversible Beam Clamps

•	 Used when drop-rod length must be 		
	 adjusted to accommodate a finished height 	
	 in the field
•	 Jam nut included to prevent 			 
	 vibratory loosening
•	 Manufactured from malleable iron

Part
Number

Image
No.

Flange
Thickness

(In.) Threaded Hole

Std.
Pkg.
Qty.

P3000037EG 1  3/4 3/8-16 25
P3000050EG 1  3/4 1/2-13 25
P3100037EG 2 1 1/4 3/8-16 25
PBC260025EG 3 1 1/4 1/4-20 50

Image 1

Image 2

Image 3
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StrongHold™ Beam/Purlin Part Numbers

Spring Steel Screw-On Beam Clamp Assemblies

Image 1

•	 Easily attach conduit to beams
•	 Can be installed on flange up to 1/2" thick
•	 Include snap-close or push-fit 
	 conduit fittings 

Image 2

Part
Number

Image
No.

Fits
EMT
(In.)

Fits
Rigid/IMC

(In.)

Static
Load

Rating
(Lbs.)

Std.
Pkg.
Qty.

PBC8P 1 1/2 — 25 100
PBC12P 1 3/4 1/2 25 100
PBC16P 1 1 3/4 25 100
PBC8PSM 2 1/2 — 15 100
PBC12PSM 2 3/4 1/2 15 100
PBC16PSM 2 1 3/4 15 100
PBC812M 3 1/2 – 3/4 1/2 – 3/4 100 100
PBC16M 3 1 1 100 100
PBC20M 3 1 1/4 1 1/4 100 100
PBC24M 3 1 1/2 1 1/2 100 100
PBC32M 3 2 2 100 100
PBC812MSM 4 1/2 – 3/4 1/2 – 3/4 25 100
PBC16MSM 4 1 1 25 100
PBC20MSM 4 1 1/4 1 1/4 25 100
PBC24MSM 4 1 1/2 1 1/2 25 100
PBC32MSM 4 2 2 25 100

Image 3 Image 4



Order number of pieces required, in multiples of Standard Package Quantity.F.6

Beam/Purlin

Screw-On Beam Clamp Assemblies with  
Conduit Clamps

•	 Easily attach conduit to beams up to 1/2" thick 
•	 Conduit clamps provide positive
	 securing feature
•	 Suitable for EMT or Rigid/IMC conduit

Part
Number

Fits
EMT
(In.)

Fits
Rigid/IMC

(In.)

Std.
Pkg.
Qty.

PBC200CD1B 3/4 3/4 100
PBC200CD2B 1 1 100
PBC200CD2.5B 1 1/4 — 100
PBC200CD3B 1 1/2 1 1/4 100
PBC200CD4B — 1 1/2 50
PBC200CD5B 2 2 50
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StrongHold™ Beam/Purlin Part Numbers

Hammer-On Beam Clamps with Rod Hanger

Image 1

•	 Hammer-on beam clamps allow for 
	 easy installation
•	 Options available for threaded or 
	 non-threaded rod
•	 Options available for flanges 1/8" – 3/4" thick
•	 Static load capacity: 160 lbs. 

Image 2

Part
Number

Image
No.

Flange
Thickness

(In.)
Rod
Size

Std.
Pkg.
Qty.

P4TI24 1 1/8 – 1/4 1/4-20 threaded 100
P4TI58 1 5/16 – 1/2 1/4-20 threaded 100
P4TI912 1 9/16 – 3/4 1/4-20 threaded 100
P6TI24 1 1/8 – 1/4 3/8-16 threaded 100
P6TI58 1 5/16 – 1/2 3/8-16 threaded 100
P6TI912 1 9/16 – 3/4 3/8-16 threaded 100
P6TA24* 2 1/8 – 1/4 1/4" – 3/8"; 

requires nuts
100

P6TA58* 2 5/16 – 1/2 1/4" – 3/8"; 
requires nuts

100

P6A24 3 1/8 – 1/4 3/8" non-threaded 100
P6A58 3 5/16 – 1/2 3/8" non-threaded 100
P6A912 3 9/16 – 3/4 3/8" non-threaded 100
P70824 4 1/8 – 1/4 8 wire or 1/4" plain rod 100
P70858 4 5/16 – 1/2 8 wire or 1/4" plain rod 100
P708912 4 9/16 – 3/4 8 wire or 1/4" plain rod 100

Image 3

*UL and cUL listed.

Image 4



Order number of pieces required, in multiples of Standard Package Quantity.F.8

Beam/Purlin

Purlin Clips – Spring Steel

PVF14

•	 Fasteners fit flanges 1/16" – 1/4" thick
•	 Support wire and assemblies from vertical
	 or angled flanges
•	 Hammer-on installation
•	 Material: spring steel
•	 Static load capacity: 100 lbs.

PAF14

Part
Number

Flange
Orientation

Std.
Pkg.
Qty.

PVF14 Vertical 100
PAF14 Angled 100
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StrongHold™ Beam/Purlin Part Numbers

Z-Purlin Clips

P122

•	 Provide a method for attaching conduit and
	 boxes to angled flanges
•	 Installed by hand without the use of 
	 power tools
•	 Static load capacity: 100 lbs.

P123

Part
Number Description

Std.
Pkg.
Qty.

P122 1/4" hole for wire, S-hooks, and 
jack chain.

100

P123 1/4" hole in bottom for assemblies. 100



Order number of pieces required, in multiples of Standard Package Quantity.F.10

Beam/Purlin

Purlin Clip Assemblies for Threaded Rod  
and Drop Wire Applications

•	 Suspend threaded rod and drop wire from
	 vertical flange
•	 Hammer-on installation
•	 Material: spring steel
•	 Static load capacity: 160 lbs.
•	 Flange thickness: 1/16" – 5/32"

Part
Number

Image
No.

Rod
Size

Std.
Pkg.
Qty.

PVF144TI 1 1/4-20 threaded 100
PVF146TI 1 3/8-16 threaded 100
PVF146T 1 1/4" – 3/8" requires nuts 100
PVF14708 2 #8 wire or 1/4" plain rod 100

Image 2

Image 1
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StrongHold™ Beam/Purlin Part Numbers

Z-Purlin Clip Assemblies for Conduit Applications

Image 1

•	 Provide a method for attaching conduit
	 to angled flanges
•	 Installed by hand without the use of
	 power tools

Image 2

Part
Number

Image
No.

Fits
EMT
(In.)

Fits
Rigid/IMC

(In.)

Static
Load

Rating
(Lbs.)

Std.
Pkg.
Qty.

P1238P 1 1/2 — 25 100
P12312P 1 3/4 1/2 25 100
P12316P 1 1 3/4 25 100
P1236M 2 3/8 3/8 100 100
P123812M 2 1/2 – 3/4 1/2 – 3/4 100 100
P12316M* 2 1 1 100 100
P12320M 2 1 1/4 1 1/4 100 100

*UL and cUL listed.



Order number of pieces required, in multiples of Standard Package Quantity.F.12

Beam/Purlin

Z-Purlin Clip Assemblies for Threaded Rod  
and Drop Wire Applications

Image 1

•	 Provide a method for attaching conduit
	 and boxes to angled flanges
•	 Installed by hand without the use of
	 power tools
•	 Static load capacity: 100 lbs.

Image 2

Part
Number

Image
No. Rod Size

Std.
Pkg.
Qty.

P1224TI 1 1/4-20 threaded 100
P1226TI 1 3/8-16 threaded 100
P1226T 2 1/4" – 3/8" threaded; requires nuts 100
P122708 3 #8 wire or 1/4" plain rod 100

Image 3
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Hangers/
Hanging Systems

Rod and Wire Hangers with Bracket Supports

•	 Suspend #8 wire, 1/4", and 3/8"  
	 non-threaded or threaded rod from  
	 overhead mountings 
•	 1/4" clearance hole in right angle and 
	 offset brackets
•	 Static load capacity: 160 lbs.

Part Number
Image 

No. Rod Size
Bracket Orien-

tation

Std.
Pkg.
Qty.

P4TIB 1 1/4-20  
threaded rod

Right Angle 100

P6TIB 1 3/8-16 threaded rod Right Angle 100
P6TB 2 1/4" – 3/8" threaded 

rod; requires nut
Right Angle 100

P6AO 3 3/8 non-threaded rod Offset 100
P4TIO 4 1/4-20  

threaded rod
Offset 100

P6TIO 4 3/8-16  
threaded rod

Offset 100

P6TO 5 1/4" – 3/8" threaded 
rod; requires nut

Offset 100

P708AB 6 #8 wire or
1/4" plain rod

Right Angle 100

P708AO 7 #8 wire or
1/4" plain rod

Offset 100

Image 1

Image 2 Image 3 Image 4

Image 5 Image 6 Image 7



Order number of pieces required, in multiples of Standard Package Quantity.G.2

StrongHold™ Hangers/Hanging Systems Part Numbers

Strap Hangers

Image 1

Image 2

•	 Support pipe or duct from flange with 		
	 banding or strapping up to 1" wide
•	 Options available for beams 1/8" – 3/4" thick
•	 Hammer-on installation
•	 Static load capacity: 200 lbs. 

Part Number
Image 

No.

Flange  
Thickness 

(In.)

Std.
Pkg.
Qty.

PMSS24 1 1/8 – 1/4 100
PMSS58 1 5/16 – 1/2 100
PMSS912 1 9/16 – 3/4 100
PMSR24 2 1/8 – 1/4 100
PMSR58 2 5/16 – 1/2 100
PMSR912 2 9/16 – 3/4 100
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Stud Wall

Electrical Box 
Mounting Support Brackets

Image 1

•	 Attach 4" or 4 11/16" electrical outlet 		
	 boxes to studs 
•	 Support feature reduces box movement  
	 in wall
•	 Manufactured from pre-galvanized steel
•	 Comply with NEC Article 300.4 (D) 
	 (reference pages O.1 for details)

Part Number Image No.
Stud Depth 

(In.)

Std.
Pkg.
Qty.

PH23 1 2 1/2 and 3 1/2 100
PH4 1 2 1/2, 3 1/2, and 4 100
PH6 1 6 100
PMEB1 2 2 1/2, 3 1/2, and 4 25

Image 2

Mount with 
self-tapping screws
found on page H.18!



Order number of pieces required, in multiples of Standard Package Quantity.H.2

Stud Wall

Screw-On 
Conduit Supports

•	 Comply with NEC Article 358.30 to support 	
	 conduit close to electrical box
•	 Accommodate EMT and MC/AC cable
•	 Allow conduit to align with box knockouts 	
	 when used with PH series brackets  
	 (see page H.1)

Part Number
Fits EMT 

(In.)
Electrical 
Box Depth Color

Std.
Pkg.
Qty.

PCS16* 1 2 1/8 Black 100
PCS812 1/2 – 3/4 1 1/2 Black 100
PCS812D 1/2 – 3/4 2 1/8 Silver 100

Press-On Nail Plate

•	 Fast installation; no tools required
•	 Protects electrical, datacom, and  
	 plumbing infrastructure
•	 Meets NEC Article 300.4 requirements 
	 (reference pages O.1 for details)

Part Number Description

Std.
Pkg.
Qty.

P304B2 Press-on nail plate for wood or metal studs. 100

*Not UL or cUL listed.

Mount with 
self-tapping screws
found on page H.18!



Call 866-405-6654 or visit www.panduit.com/stronghold H.3

StrongHold™ Stud Wall Part Numbers

Hammer-On Box 
to Stud Supports

PMSF

•	 Secure electrical boxes to most metal studs
•	 Include 1/4" hole to secure to stud with 		
	 user-supplied screw
•	 Hammer-on installation

Part Number Description

Std.
Pkg.
Qty.

PMSF Box to stud support – non-adjustable. 100
PMFS Box to stud support with screw,  

adjustable for 1/4" – 3/4" dry wall.
100

PMFO Box to stud support flush to stud face – 
preset.

100

PMFS PMFO

Mount with 
self-tapping screws
found on page H.18!



Order number of pieces required, in multiples of Standard Package Quantity.H.4

Stud Wall

Switch Box to Metal 
Stud Brackets

•	 Secure electrical boxes to most metal studs
•	 Preset versions offset for specific  
	 dry wall thickness
•	 Include 1/4" hole to secure to stud with  
	 user-supplied screw
•	 Hammer-on installation

Part Number
Dry Wall Thickness 

(In.)

Std.
Pkg.
Qty.

PMF250 1/4 100
PMF375 3/8 100
PMF500 1/2 100
PMF625 5/8 100
PMF750 3/4 100

Mount with 
self-tapping screws
found on page H.18!
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StrongHold™ Stud Wall Part Numbers

Hammer-On Conduit 
to Metal Stud Brackets

Image 1

•	 Designed to quickly install conduit to 
	 metal studs
•	 Available in push-fit (Image 1) or snap-close 	
	 (Image 2) fittings
•	 Suitable for both EMT and Rigid/IMC conduit

Part Number Image No. Fits EMT (In.) Fits Rigid/IMC (In.)

Std.
Pkg.
Qty.

P8PF 1 1/2 — 100
P12PF 1 3/4 1/2 100
P16PF 1 1 3/4 100
P6MF 2 3/8 3/8 100
P812MF 2 1/2 – 3/4 1/2 – 3/4 100
P16MF 2 1 1 100

Image 2

Mount with 
self-tapping screws
found on page H.18!



Order number of pieces required, in multiples of Standard Package Quantity.H.6

Stud Wall

Screw-On Box to 
Stud Support

•	 Installs to stud with user-supplied screws
•	 For use with metal or wood studs
•	 Used independently or with assemblies 
	 for electrical box or conduit support

Part Number Description

Std.
Pkg.
Qty.

P350 Screw-mounted box to stud support. 100

Screw-On Conduit 
to Stud Supports

Image 1

•	 Designed to install runs of conduit to 
	 metal studs
•	 Suitable for EMT and Rigid/IMC conduit
•	 Available in push-fit (Image 1) or snap-close 	
	 (Image 2) fittings

Part Number Image No.
Fits EMT 

(In.) Fits Rigid/IMC (In.)

Std.
Pkg.
Qty.

P3508P 1 1/2 — 100
P35012P 1 3/4 1/2 100
P35016P 1 1 3/4 100
P350812M 2 1/2 – 3/4 1/2 – 3/4 100
P35016M 2 1 1 100

Image 2

Mount with 
self-tapping screws
found on page H.18!

Mount with 
self-tapping screws
found on page H.18!
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StrongHold™ Stud Wall Part Numbers

Far-Side Box Supports

Cut off here for
deep box applications

Mud ring

Image 1

•	 Clip to electrical box to utilize dry wall on 	
	 far side of box for support
•	 Used with 1 1/2" or 2 1/8" deep 
	 electrical box
•	 Prevent electrical box from recessing into 	
	 wall cavity
•	 No static load rating – for positioning only 

Part Number
Image

No.
Figure 

No.
Stud Depth 

(In.)

Std.
Pkg.
Qty.

PJ1A25 1 1 2 1/2 100
PJ1A35 1 1 3 1/2 100
PJ1A4 1 1 4 100
PJ1A6 1 1 6 100
P766 2 1 2 1/2 – 4 100
P766PMD 3 2 3 5/8 100

Image 2

Image 3



Order number of pieces required, in multiples of Standard Package Quantity.H.8

Stud Wall

Adjustable Screw Gun 
Box Mounting Brackets

•	 Adjustable to allow variability between 
	 stud spacing
•	 Utilized to mount electrical box 
	 between studs
•	 Suitable for 1 1/2" or 2 1/8" deep 
	 electrical boxes

Part Number Description

Std.
Pkg.
Qty.

PTSGB16 Mount box between studs spaced 
11" – 18".

50

PTSGB24 Mount box between studs spaced 
17" – 26".

50

Mount with 
self-tapping screws
found on page H.18!
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StrongHold™ Stud Wall Part Numbers

Rigid Box 
Mounting Brackets

PRBS16

•	 Used to secure multiple electrical boxes in 	
	 stud walls
•	 Mount 1 1/2" or 2 1/8" deep electrical boxes
•	 Suitable for 4" or 4 11/16" wide  
	 electrical boxes

Part Number Description

Std.
Pkg.
Qty.

PRBS16 Rigid box mounting bracket for 16" stud spacing; 
capacity of three electrical boxes.

50

PRBS24* Rigid box mounting bracket for 24" stud spacing; 
capacity of four electrical boxes.

25

PRBS24

*Not UL or cUL listed.

Mount with 
self-tapping screws
found on page H.18!



Order number of pieces required, in multiples of Standard Package Quantity.H.10

Stud Wall

Stud-Mounted Box 
Support Brackets

•	 User-supplied self-tapping screws attach 	
	 box to bracket
•	 Manufactured from pre-galvanized steel

Part Number Description

Std.
Pkg.
Qty.

PSGB16A Mounts 2 1/2" deep electrical boxes to studs on 16" 
centers.

50

PSGB24A Mounts 2 1/2" deep electrical boxes to studs on 24" 
centers.

50

PSGB16A

Mount with 
self-tapping screws
found on page H.18!
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StrongHold™ Stud Wall Part Numbers

Floor-Mounted Box Support Bracket – 
Variable Height

•	 Bracket to support electrical boxes from 	
	 floor or channels
•	 Break-away feature allows product to be 	
	 used at three heights
•	 Manufactured from pre-galvanized steel

Part Number Description

Std.
Pkg.
Qty.

PFBS18 Box support bracket to mount electrical boxes at 
12", 16", or 18" heights.

50



Order number of pieces required, in multiples of Standard Package Quantity.H.12

Stud Wall

Floor-Mounted Box Bracket

•	 Supports electrical box at consistent  
	 spacing from floor level
•	 Features can be used to prevent electrical 	
	 box from being pushed into wall cavity
•	 Mounts 4" or 4 11/16" wide electrical 		
	 boxes; 1 1/2" or 2 1/8" deep
•	 Meets ADA (Americans with Disabilities Act) 	
	 accessibility guidelines/standards 

Part Number Description

Std.
Pkg.
Qty.

PFMBS18 Floor-mounted box bracket to mount  
center of electrical box 18" off floor.

25

Mount with 
self-tapping screws
found on page H.18!
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StrongHold™ Stud Wall Part Numbers

Cable 
Support Clip

•	 Used to maintain appropriate cable  
	 spacing behind dry wall to comply with  
	 NEC Article 300.4 (D) (reference pages  
	 O.1 – O.2 for details)
•	 Attaches to wood or metal stud with 
	 user-supplied screws
•	 Accommodates a variety of cable types

Part Number Description

Std.
Pkg.
Qty.

PCJ6 Cable support clip to provide 1 1/2" spacing for 
cables behind dry wall.

100

Cable Type

Cables 
Per
Clip Cable Size

Non-metallic 6 14-2, 12-2, 10-2, 14-3, 12-3, 10-3 with 
ground

Non-metallic 4 8-2, 6-2 with ground
MC/AC 4 14-2, 12-2, 10-2, 14-3, 12-3, 10-3,  

14-4, 12-4, 10-4 with ground

Mount with 
self-tapping screws
found on page H.18!



Order number of pieces required, in multiples of Standard Package Quantity.H.14

Stud Wall

Cable Support Clip 
for Single Cable

•	 Used to maintain appropriate cable  
	 spacing 	behind dry wall to comply with  
	 NEC Article 300.4 (D) (reference pages  
	 O.1 – O.2 for details)
•	 Provides 1 1/2" spacing for cables  
	 behind dry wall
•	 Attaches to wood or metal studs 
	 with hammer

Part Number Description

Std.
Pkg.
Qty.

PFXC20 Accommodates MC/AC cable (12-2 through 10-3). 100

Mount with 
self-tapping screws
found on page H.18!
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StrongHold™ Stud Wall Part Numbers

Through-Stud 
Conduit Supports

Image 1

•	 Designed to secure horizontal runs of 
	 conduit through metal studs
•	 Eliminate rattling conduit
•	 Available with push-fit (Image 1) or  
	 snap-close (Image 2) conduit fittings

Part Number
Image

No. Fits EMT (In.) Fits Rigid/IMC (In.)

Std.
Pkg.
Qty.

PFB8P 1 1/2 — 100
PFB12P 1 3/4 1/2 100
PFB6M 2 3/8 3/8 100
PFB812M 2 1/2 – 3/4 1/2 – 3/4 100

Image 2

Mount with 
self-tapping screws
found on page H.18!



Order number of pieces required, in multiples of Standard Package Quantity.H.16

Stud Wall

Metal Stud Grommets

MSG-1.3-C

•	 Install in pre-punched hole in metal studs
•	 Protect cable within the building structure
•	 Utilize metal stud punch tool (see page H.18) 	
	 to create suitable holes in specific locations

Part Number Description

Std.
Pkg.
Qty.

MSG-1.3-C Metal stud grommet. 100
MSGV-1.3-C Metal stud grommet, anti-vibration tabs for  

1/2" – 1" pipe.
100

MSGV-1.3-C
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StrongHold™ Stud Wall Part Numbers

Cable Manager	

•	 Installs in pre-punched hole in metal studs
•	 Protects cable within the building structure
•	 Utilizes metal stud punch tool (see page 	
   H.18) to create suitable holes in  
	 specific locations

Part Number Description

Std.
Pkg.
Qty.

CSM-1.25-C Cable stud manager for 1 1/4" 
cable spacing.

100



Order number of pieces required, in multiples of Standard Package Quantity.H.18

Stud Wall

Self-Tapping Screw

•	 Used to secure StrongHold™ components to
	 metal studs
•	 Low profile head utilizes #2 phillips head 
•	 Packaging: plastic job jar

Part Number Description

Std.
Pkg.
Qty.

PSMS8 8 x 1/2" low profile self-tapping screw. 1000

Metal Stud Punch Tool

•	 Punches 1 11/32" round hole in 25 gauge 	
	 minimum to 20 gauge maximum mild  
	 steel studs
•	 Contoured handle allows for 
	 increased leverage
•	 Automatic hole centering on standard width 	
	 (3 5/8") studs
•	 Replaceable punch and dies
•	 Self-stripping design that eliminates  
	 punch malfunctions

Part Number Description

Std.
Pkg.
Qty.

MSPT-1.3 Metal stud punch tool. 1













































































































































































To learn more about our  
StrongHold™ offerings such as  

Grounding Pigtails, Terminals, Cable Ties,  
and Stainless Steel please contact:  

Customer Service by email: cs@panduit.com
or by phone: 800-777-3300
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